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ICC CODES - PUBLIC COMMENT FORM

FOR PUBLIC COMMENTS ON THE 2013 REPORT 

OF THE PUBLIC HEARINGS ON THE 2012 EDITIONS OF:

Administrative Provisions© (ADM)
International Energy Conservation Code©  

· Commercial Energy (CE)

· Residential Energy (RE)
International Existing Building Code© (EB)
International Fire Code© (F)
ICC Performance Code© (PC)

International Residential Code©

· Building (RB)

· Mechanical (RM)
· Plumbing (RP)

International Property Maintenance Code© (PM)

International Swimming Pool and Spa Code© (SP)

International Wildland-Urban Interface Code© (WUIC)

CLOSING DATE: All Comments Must Be Received by: July 15, 2013
1) Please type or print clearly: Public comments will be returned if they contain unreadable information.


	Name:
	Glenn Mathewson, MCP
	Date:
	6/25/13

	Jurisdiction/Company:
	City of Westminster, Colorado

	Submitted on Behalf of:
	North American Deck and Railing Association

	Address:
	6417 Lee Street

	City:
	Arvada
	State:
	Colorado
	Zip +4:
	80004

	Phone:
	303-217-1351
	Ext:
	
	Fax:
	

	e-mail:
	glennmathewson@nadra.org


2) Copyright Release:  In accordance with Council Policy #28 Code Development, all Code Change Proposals, Floor Modifications and Public Comments are required to include a copyright release. A copy of the copyright release form is included at the end of this form. Please follow the directions on the form. This form as well as an alternative release form can also be downloaded from the ICC website at www.iccsafe.org. If you have previously executed the copyright release, please check the box below:


x 2012-2014 Cycle copyright release on file

3) Code Change Proposal Number:

Indicate the Code Change Proposal Number that is being addressed by this Public Comment:  RB262-13
4) Public Comment: The Final Action requested on this Code Change Proposal is: (Check Box)



	
	
	Approved as Submitted (AS):
	
	x
	
	Approved as Modified by this Public Comment (AMPC):
	
	
	
	Approved as Modified by the Code Committee as Published in the ROH (AM):
	
	
	
	Approved as Modified by Assembly Floor Action as Published in the ROH (AMF):
	
	
	
	Disapproved (D):


Attached Proposed Modifications and/or Reason Statements: YES
See Attached Individual Consideration Form

INDIVIDUAL CONSIDERATION FORM

RB262-13
R507.2.3, Figure R507.2.3(2)
Individual Consideration Agenda
This item is on the agenda for individual consideration because a public comment was submitted.

Public Comment:
Name: Glenn Mathewson, Representing the North American Deck and Railing Association
Modify the proposal as follows
R507.2.3 Deck lateral load connection. The lateral load connection required by Section R507.1 shall be permitted to be in accordance with Figures R507.2.3(1) or R507.2.3(2). Where the lateral load connection is provided in accordance with Figure 507.2.3(1), hold-down tension devices shall be installed in not less than two locations per deck, and each device shall have an allowable stress design capacity of not less than 1500 pounds (6672 N). Where the lateral load connections is provided in accordance with Figure R507.2.3(2), the hold-down tension devices shall be installed in not less than 4 locations per deck, and each device shall have an allowable stress design capacity of not less than 750 pounds (3336 N).

FIGURE R507.2.3(2)
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This detail is applicable where

floor joists are parallel to deck
joists.
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Floor joists /

Sheathing
Siding

Flashing for
water tightness

Decking
Deck joists per Table R502.3.1(2)
Approved joist hangers

Pressure treated 2x ledger
with fasteners per IRC Table R507.2

Holdown device min 750# capacity
at 4 locations, evenly distributed
along deck & 1 within 2' of each
end of the ledger. Holdown devices
shall fully engage deck joist per
holdown manufacturer.

Afully threaded 3/8" diameter lag
screw predrilled w/min 3 penetration
to center of top plate, studs, or header.




Commenter’s Reason:

Table R502.3.1(2) does not account for wet-service use and treated or incised lumber, so it’s reference should be struck.  If RB-264 or RB-268 were approved this could reference those appropriate span tables for deck joists.  Section R507.2 allows for “approved decay resistant species” for ledgers.  This detail should not preclude the use of these materials through its reference to “pressure treated 2x ledger”, therefore it should be struck.

